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TEST GASES 
Model Mfg.   Cylinder   Price 
No. No. Description Material Balance Liters /Each

HX973 CG-BUMP1 Bump Alarm Test Gas Aerosol Aluminum N2 11      
  H2S (40 ppm), CO (200 ppm),  
  CH4 (2.5%), O2 (10%) 
HX974 CG-BUMP-B-K Balloon Assembly Kit - - -      
  with Tubing and Adaptor  
  for Bump Gas  
HX975 CG-BUMP-B Spare Balloons for Bump - - -     

Note: Test gases are used for qualitative functional testing of sensors  
and alarms only. Test gases cannot be used as calibration gases

Sampling Accessories

Calibration Equipment
%LEL = Combustibles / CH4 = Methane / Cl2 = Chlorine / ClO2 = Chlorine dioxide / CO = Carbon monoxide / CO2 = Carbon dioxide /  
ETO = Ethylene oxide / H2S = Hydrogen sulfide / HCI = Hydrogen chloride / HCN = Hydrogen cyanide / N2 = Nitrogen / NH3 = Ammonia / 
NO2 = Nitrogen dioxide / O2 = Oxygen / O3 = Ozone / PH3 = Phosphine / SO2 = Sulfur dioxide / VOCs = Volatile organic compounds

MANUAL ASPIRATOR PUMP KITS
• Includes manual aspirator proble, 1' sampling tube,  

and instrument adaptor

SAMPLING EQUIPMENT
• Hose kits come with connectors  

and three particulate filters
• Sample probe comes with  

hydrophobic and particulate filters

CALIBRATION GASES
Model  Mfg.  Cylinder Compatible   Price 
No. No. Description Material Regulator Balance Liters /Each

QUINT GAS CYLINDERS (5-GAS MIX)   
HX967 CG-QT34-1 CH4 (2.5%), O2 (18.0%),  Aluminum HX976 or HX979  N2 34    
  H2S (25 ppm), CO  
  (100 ppm), CO2 (0.5%) 

QUAD GAS CYLINDERS (4-GAS MIX)    
HX968 CG-Q34-4 CH4 (2.5%), O2 (18.0%), Aluminum HX976 or HX979 N2 34     
  H2S (25 ppm), CO (100 ppm)  
HX969 CG-Q58-4 CH4 (2.5%), O2 (18.0%), Aluminum HX976 or HX979 N2 58     
  H2S (25 ppm), CO (100 ppm) 

TRIPLE GAS CYLINDERS (3-GAS MIXES)   
HX970 CG-TR34-1 CO (100 ppm), CH4 Steel HX977 or HX981 N2 34     
  (2.5%LEL), O2 (18.0%) 

Note: Regulators sold separately 

REGULATORS AND ACCESSORIES
Model Mfg.   Price 
No. No. Description /Each

HX976 REG-0.5 Calibration Gas Regulator (0.5 LPM)      
HX977 REG2-0.5 Calibration Gas Regulator (0.5 LPM)     
HY448 REG-DF-1 Demand Flow Regulator - for Disposable Cylinders     
HX983 MK-CG2-58 Wall Mount for 34, 58, 103 L Gas Cylinders, Red     

Note: MicroDock II requires an HX979. Aerosols do not require regulators. 

Gas Detector 
Not Included

HX946

HX955

HX976

HX967

Model Mfg.   Price 
No. No. Description /Each

HX949 HOSE1-10 10'/ 3 m Kit    
HX950 HOSE1-20 20'/ 6.1 m Kit    
HX951 HOSE1-65 65'/ 19.8 m Kit    
HX955 GA-PROB1-1 1'/ 0.3 m Sample Probe     

Model Mfg.  Instrument Adaptor Price 
No. No. Included /Each

HX946 GA-AS02 GasAlert Extreme and GasAlertMicro 5 Series    
HX947 QT-AS01 GasAlertQuattro    
HX948 MC-AS01 GasAlertMicroClip XT    

MultiProTM Multi-Gas  
Detectors

HY076

• This compact and ruggedly constructed  
multi-gas detector is packed with features 

• One-button operation and calibration
• Audible and visual alarm 
• Real time reading
• Easy-to-read front-mounted backlit display
• Over-molded boot
• Optional slip-on sampling pump

Model Mfg.   Battery Price 
No. No. Description Type /Each

HY076 54-48-314ADY 4-Gas Basic Alkaline    
HX666 54-49-102 Sample Pump w/10' Tubing -    

GAS DETECTION


