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CROWD CONTROL

Stanchions
• Effective for crowd control, defining walkways, and brings awareness to potential hazards
• Use indoors/outdoors
• Suitable for manufacturing facilities, schools, churches, restaurants,  

military bases, office buildings, events, parks and much more
• Made of high density polyethylene containing UV inhibitors
• Will not rust and resists fading
• Recyclable
• Base can be filled with sand for additional stability
• Medium and heavy-duty options available
• Medium-duty: The chain can be attached on the enclosed C-hook  

or be ran in a continuous length through the top of the stanchion
• Heavy-duty: Attach the chain to the stanchion with the  

enclosed C-hook and base can be attached to floor

Model  Mfg.  Base Pole Overall Empty Filled with Price 
No. No. Colour Diameter" Diameter" Height" Weight lbs. Sand lbs. /Each

MEDIUM-DUTY
SEI663 96402 Yellow 14 2.5 40 2.6  6.6      
SEI664 96403 Black 14 2.5 40 2.6 6.6      
SEI665 96401 White 14 2.5 40 2.6  6.6      

HEAVY-DUTY
SEI666 99902 Yellow 16 3 41 3.1  12      
SEI667 99903 Black 16 3 41 3.1  12      
SEI668 99905 Red 16 3 41 3.1  12      

Chains
• Durable 2" link plastic chain
• Connects to stanchion or post with master links or S-hooks
• Use indoors/outdoors
• Made of high density polyethylene containing UV inhibitors
• Will not rust and resists fading
• Lightweight, strong and durable
• Recyclable • Sold per foot

MASTER LINKS
• Used to connect two lengths of plastic chain and to repair chain
• Made of acetal plastic containing UV inhibitors

S-HOOKS
• Allows you to hang or connect plastic chain in a variety of applications
• Made of acetal plastic containing UV inhibitors

  Yellow Mfg. Black Mfg. White Mfg. Red Mfg. Price 
Description Size" Model No. No. Model No. No. Model No. No. Model No. No. /Each

Chain (per foot) 2 SG197 50002 SEI669 50003 SEI670 50001 SEI671 50005    
Master Link 2 SG200 50702 SEI672 50703 SEI673 50701 SEI674 50705    
"S" Hook 2 SG203 50302 SEI675 50303 SEI676 50301 SEI677 50305    

SEI664 SEI668 SEI666

SEI672 SEI675 SEI677

ADAPTERS
For sign frame 
Model No. SAQ831  Mfg. No. HDSC-33LD  Price/Each $   

FOR TENSABARRIER® POSTS SELECT EITHER A SIGN  
BRACKET WITH ADAPTER OR A FRAME WITH ADAPTER
Sign Bracket & Adapter
• Use with Tensabarrier® posts
• Fits 1/4" inserts or signs
• Available in chrome or black finish 

Frames

• Full framed message holder to fit on  
top of existing Tensabarrier® posts

• Horizontal or vertical orientation
• Available in 7" x 11" or 11" x 14" sizes
• Accommodates 1/8" inserts or signs 
• Available in chrome or black finish 

Model Mfg. Model Mfg.  Price 
No. No. No. No. Description /Each

CHROME FINISH BLACK FINISH
SG043 NOSC-1P SG044 NOSC-33 Sign Bracket    
SG027 NOSC-1P-0711LD-V SG039 NOSC-33-0711LD-V Sign Frame 7"W x 11"H    
SG028 NOSC-1P-0711LD-H SG040 NOSC-33-0711LD-H Sign Frame 11"W x 7"H    
SG029 NOSC-1P-1114LD-V SG041 NOSC-33-1114LD-V Sign Frame 11"W x 14"H    
SG030 NOSC-1P-1114LD-H SG042 NOSC-33-1114LD-H Sign Frame 14"W x 11"H    

Model Mfg. Model Mfg.    
No. No. No. No. Description Price/Each

CHROME FINISH BLACK FINISH
SEI766 BRACKET-HDSC-1P SEI771 BRACKET-HDSC-33 Sign Bracket with Adapter    
SEI767 HDSC-1P-0711LD-V SEI772 HDSC-33-0711LD-V Sign Frame & Adapter 7"W x 11"H    
SEI768 HDSC-1P-0711LD-H SEI773 HDSC-33-0711LD-H Sign Frame & Adapter 11"W x 7"H    
SEI769 HDSC-1P-1114LD-V SEI774 HDSC-33-1114LD-V Sign Frame & Adapter 11"W x 14"H    
SEI770 HDSC-1P-1114LD-H SEI775 HDSC-33-1114LD-H Sign Frame & Adapter 14"W x 11"H    

Sign Holders
FOR CLASSIC PORTABLE POSTS SELECT  
EITHER A SIGN BRACKET OR A FRAME
Sign Bracket
• Use with classic portable post models
• Fits 1/4" inserts or signs
• Available in chrome or black finish 

Frames

• Full-framed message holder to fit on  
top of existing classic portable posts

• Horizontal or vertical orientation
• Available in 7" x 11" or 11" x 14" sizes
• Accommodates 1/8" inserts or signs 
• Available in chrome or black finish

SEI766

SG043


