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PEST CONTROL

Model Mfg.  Price 
No. No. Description /Each
ND248 GE18 Flytrap 18 1/4" W x 5 1/4" D x 5 1/4" H    
ND249 GE36 Flytrap 36 1/2" W x 5 1/4" D x 5 1/4" H    
ND250 GB4-12 Glueboards, 12 pack    
ND252 18 Replacement T-8 black Light for ND248    
ND253 36 Replacement T-8 black Light for ND249    

Horizontal Low Headroom Insect Light Traps
• Ideal in areas with low ceilings such as hallways, door-jambs,  

workshops etc. (Height from top to bottom 12")
• Energy efficient- electronic ballasts reduce overall electrical  

consumption while increasing light output by 8% to 15% per lamp
• Power input: 110/120 V
• Power output: 4000 V
• 3-wire ground cord and plug
• Uses one ND258 (BL) unfiltered bulb and one ND259 (BLB) filtered bulb included
• Lift-off backplate for wall mounting
• Threaded holes accommodate eyebolts for wall mounting
• Portable- Includes carrying handles and non abrasive footpegs
• Available in stainless steel or aluminized construction
• Unit dimensions: 31 5/8" W x 8 1/4" D x 12 1/4" H
• Note: Unit must be grounded
• CSA approved

Model  Mfg.  Price 
No. No. Description /Each
NE483 7194EDGA Aluminized Steel    
NE484 7194EDGS Stainless Steel    
ND253 36 Unfiltered T-8 Bulb    
NE487 36B Filtered T-8 Bulb    

The Guardian® Scatter-Free Glueboard Flytraps
• Lure flies and other pesky flying insects with a UV black light lamp to sticky glueboards
• Discreetly concealed in the front of the unit
• Capture and containment is invisible and silent
• Equipped with T8 diameter (energy efficient) lamps and 6' (1.83 m) electric cord
• Units may be either wall mounted or set to stand alone
• For best results the attraction lamp should be directly visible to an insect's flight path
• Continuous (24 hour) use is recommended
• Ideal for areas where other insect control devices are inadequate or not allowed: 

 – Dining rooms/cafeterias/lunchrooms
 – Kitchens/deli prep
 – Fast food operations
 – Supermarket deli's/bakeries/meat, produce and seafood departments
 – Hospitality service areas
 – Waiter/wash stations
 – Testing laboratories
 – Veterinaries/small animal surgery

• Includes four glue boards
• Sand beige textured steel
• FDA approved

Model  Mfg.  Price 
No. No. Description /Each
ND256 372ECBDGA Aluminized Steel    
ND257 372ECBDGS Stainless Steel    
ND258 BL Unfiltered Bulb    
ND259 BLB Filtered Bulb    

Series 7194E Vertical Wall Mount Insect Light Traps
• Ideal for warehouses, between loading docks, high traffic corridors
• Energy efficient-equipped with electronic ballasts and T8 diameter  

lamps reduce average electrical consumption by 26% to 40%
• Overall light out is increased 8% to 15% per lamp
• Power input: 110/120 V
• Power output: 4000 V
• Includes 3-36" T8 black light insect attraction lamps
• Internal metal insect collection drawer
• 3-wire ground cord and plug
• Rear keyhole slots for wall mounting
• Available in stainless steel or aluminized construction
• Unit dimensions: 16" W x 5 1/4" D x 45 1/4" H
• Note: Unit must be grounded
• CSA/ETLc approved
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