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VISES, MAGNETS & CLAMPS

Off-Set Bench Vises
• Heavy-duty industrial grade vise
• V notched hardened jaws for vertical gripping
• Ideal for tall work pieces
• Hardened anvil striking surface used for forming & shaping
• Safety locking plate in base prevents the vise from slippage
• Mount Type: Fixed

Multi-Purpose Bench Vises
• Heavy-duty casting for demanding applications
• Rotating head for gripping at any angle
• Permanent pipe jaws holds round objects
• Hardened anvil striking surface used for forming & shaping
• Safety locking plate in base prevents the vise from slippage
• Mount Type: Swivel

Model Jaw Max. Throat Price 
No. Width" Opening" Depth" /Each

TYL103 6 6 1/2 4    

Model Jaw Jaw Throat Price 
No. Width" Opening" Depth" /Each

TYL102 5 5 1/2 3 1/10    

Heavy-Duty Industrial Bench Vises
• 90 000 PSI drop forged alloy steel  

construction for top performance
• Perfect parallel jaw design for secure clamping
• Forged pipe jaws hold up to 2 1/2" pipe (TNB035)
• Precision ground and induction hardened jaws  

and anvil for dependable and long life of vise
• Long length alloy steel spindle handle  

for fast and high force clamping
• 360° rotation swivel base for  

versatile positioning of parts

Model  Mfg. Jaw Jaw Throat Pipe Jaw Price 
No. No. Width" Opening" Depth" Capacity" /Each

TNB033 BV-DF4SB 4 4 1/2 2 3/8 1/4 - 3    
TNB034 BV-DF5SB 5 6 1/2 3 1/4 - 4    
TNB035 BV-DF6SB 6 7 4 1/4 - 5    

Utility Workshop Vises
• 80 000 PSI Industrial grade ductile iron
• Built in pipe jaws hold round objects
• Hardened anvil striking surface used for forming & shaping
• Safety locking plate in base prevents the vise from slippage
• Mount Type: Swivel

Model Jaw Jaw Throat Price 
No. Width" Opening" Depth" /Each

TYL097 6 6 1/2 3 4/10    

Heavy-Duty Fixed Base Bench Vises
• 80 000 PSI Industrial grade ductile iron
• Built in pipe jaws hold round objects
• Hardened anvil striking surface used  

for forming & shaping
• Safety locking plate in base prevents  

the vise from slippage
• Mount Type: Fixed

Heavy-Duty Swivel  
Base Bench Vises
• 80 000 PSI Industrial grade ductile iron
• Built in pipe jaws hold round objects
• Hardened anvil striking surface  

used for forming & shaping
• Safety locking plate in base  

prevents the vise from slippage

Model Jaw Jaw Throat Price 
No. Width" Opening" Depth" /Each

TYL093 4 4 1/2 2 7/10    
TYL094 5 5 1/2 3 3/10    
TYL095 6 6 1/2 3 1/2    
TYL096 8 8 1/2 4    

Model Jaw Jaw Throat Price 
No. Width" Opening" Depth" /Each

TYL098 4 4 1/2 2 1/2    
TYL099 5 5 1/2 3    
TYL100 6 6 1/2 3 4/10    
TYL101 8 8 3/10 3 8/10    


