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KNOCKOUTS, WIRE PULLING & CONDUIT BENDING TOOLS

Hand Bender with Handle
• Superior, patented Site-Rite sighting system featuring

cast-in, readable markings on the bender heads and a 
finish that provides for the best visibility in low-light

• Strong, stable square hook design
• Enlarged foot pedal and increased toe room to 

ensure greater control, stability and leverage
• Bender handle area diameter offers a 

bigger grip area while still straight up 
and down for fast 30 degree bends

• Construction: Aluminum
• Marking: 10°, 22.5°, 30°, 45°, 60°
• Petal Type: Foot
• Sub Brand: SITE-RITE

Fish Tape
• Dirt-free tape finish keeps hands cleaner during use
• Superior rapid tape pay-out and rewind
• Improved low-profile tip for easy 

fishing through all sizes of conduit
• Viewing port gives visibility to remaining tape 

and ability to remove jobsite debris quickly
• Flared case with grip ridges for no-slip handling
• Length: 50'
• Material: Steel
• Thickness: 1/8"
• Tensile Strength: 400 lbs
• Sub Brand: MagnumPRO

Model Mfg. Conterline Conduit Price 
No. No. Capacity Bend Radius Type /Each

TP047 52034122 1/2" 4-3/16" EMT
TP049 52034123 3/4" 5-1/8" EMT, IMC, Rigid 
NIH747 52034124 1" 6-1/2" EMT, IMC, Rigid 

Model Mfg. Price 
No. No. Length' /Each

NIG215 50075004 50
TP017 52041741 125
NII634 52041744 240

Fishstix Kit
• Highly-visible green rods can be easily 

threaded together and seen when 
working above ceilings, down walls, 
or under raised floors

• Two different threaded tips accommodate 
various bundles of wire or cable

• Material: Plastic
• Thickness: 1/4"
• Includes: Bullet and "J" Hook Nose tips
• Colour: Green
• Minimum Bend Radius: 6-1/2"
• Tensile Strength: 200 lbs
• Sub Brand: Fish Stix

Reel Jackstand
• Wide, welded steel base adds 

stability with 5/8" holes
• Roller bearings fit in the spindle groove to 

keep the spindle in place and turning freely
• Capacity: 2500 lbs
• Type: Screw Type
• A complete set up will require 2 stands (MD174) 

and 1 grooved spindle (MD175)

Model Mfg. Price 
No. No. Length' Sections /Each

NIG790 50347578 12 (3) 4'
TYY038 540-24 24 (3) 6', (1) 3', (1) 3' Glo Stix Section

Model Mfg. Price 
No. No. /Each

MD174 50153722

Model Mfg. Price 
No. No. /Each

NIH075 50324322

Model Mfg. Price 
No. No. /Each

NIH631 7806-SB

Hydraulic Knockout Kit Quick 
Draw® with SlugBuster®

• Compact design for field use on construction sites and maintenance jobs
• Punches 10 times faster than wrench method
• Alignment markings improve punching accuracy 

and productivity when making holes
• Includes: Quick Draw® Driver, Slug-Buster® 

Punches and Dies for 1/2" - 2" Conduit, Spacer, 
Adapter, 2 Draw Studs, and Plastic Case

• Punch Capacity: Up to 0.135"
• Output Force: 8 tons
• Power Source: Pneumatic
• Sub Brand: Quick Draw®

Mighty Mouser® 
Porta‑Blower System
• Portable blower power fishing system will blow 

line or measuring tape in up to 6" conduit
• Shoulder strap for ease in carrying and to 

allow operator to have both hands free
• Includes the Mighty Mouser® blow gun


