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PLUMBING SEALANTS

ABS Premium Cement
• Medium-bodied yellow coloured cement 

for ABS pipe and fittings up to 6" diameter
• For all types and grades of ABS 

pipe and fittings for DWV
• For all non-pressure applications
• Recommended application  

temperature: 40°F to 100°F
• Meets ASTM D-2235
• CSA approved

Model    Price  Qty Price 
No. Description Size /Each Qty /Each

AB417 ABS Premium Cement Yellow 473 ml            
AB418 ABS Premium Cement Yellow 946 ml            

Model    Price  Qty Price 
No. Description Size /Each Qty /Each

AB419 ABS Standard Cement Yellow 473 ml            
AB420 ABS Standard Cement Yellow 946 ml            

ABS Standard Cement
• Medium-bodied yellow coloured cement for  

use on ABS pipe and fittings up to 6" diameter
• For all non-pressure applications
• For all types and grades of 

ABS pipe and fittings for DWV
• Meets ASTM D-2235
• CSA approved

Model    Price  Qty Price 
No. Description Size /Each Qty /Each

AB423 PVC Heavy-Duty Grey 473 ml            
AB424 PVC Heavy-Duty Grey 946 ml            

PVC Heavy-Duty Grey Cement
• Heavy-bodied grey coloured cement for use on PVC pipe  

and fittings up to 12" diameter for Sch. 40 and Sch. 80
• Thick formula fills gaps in large diameter pipe and fittings
• Recommended for all grades and types  

of PVC pipe and fittings, potable water,  
pressure pipe, gas, conduit and DWV

• Recommended application  
temperature 40°F to 100°F

• Meets ASTM D-2564
• CSA approved

Model    Price  Qty Price 
No. Description Size /Each Qty /Each

AB421 PVC Medium Grey 473 ml            
AB422 PVC Medium Grey 946 ml            

PVC Medium-Duty Grey Cement
• Medium-bodied grey coloured cement for use on PVC  

pipe and fittings up to 6" diameter for Sch. 40 and Sch. 80
• Recommended for all grades and types  

of PVC pipe and fittings, potable water,  
pressure pipe, gas, conduit and DWV

• Recommended application  
temperature: 40°F to 100°F

• Meets ASTM D-2564
• CSA approved

Plumber's Putty
• Stainless fixture setting compound for setting 

frames, faucets, strainer baskets, etc.
• Stays flexible and will not crack or shrink
• Soft pliable material is easy to work with
• Not for use on marble or plastic
• Meets Military Spec. TT-P-1536A

Model    Price  Qty Price 
No. Description Size /Each Qty /Each

AB436 Putty – Plastic Container 14 oz.            

Model  Container  Price  Qty Price 
No. Type Size /Each Qty /Each

YA931 Brush Can 250 ml            

Model  Container  Price  Qty Price 
No. Type Size /Each Qty /Each

AG549 Bottle 250 ml            

Clear Primer
• A clear aggressive primer for use  

on PVC and CPVC pipe and fittings
• All schedules and all diameters
• Removes all surface dirt, grease  

and grime as well as softens pipe  
in preparation for solvent cement

• Meets ASTM F-656

Model    Price  Qty Price 
No. Description Size /Each Qty /Each

AB434 Clear Primer – NSF Listed 473 ml            
AB435 Clear Primer – NSF Listed 946 ml            

Pipe Thread Sealant Clear Pipe Cleaner
• Ideal for cleaning ABS, CPVC and PVC pipes


