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FACE PROTECTION

SG418

Protecto-Shield® Prolok® Face shields
• Impact and splash protection
• Constructed of tough thermoplastic 
• Heat resistant brow guard 
• Easy sizing and tension adjustment for individual visor positioning 
• Face Shields easily attach with no snaps, posts or levers 
• Specially designed with a chemical splash drip edge to  

prevent fluids from splashing down inside the visor

Model Mfg.  Price 
No. No. Description /Each

HEADGEARS
SG413 11380048 Ratchet Adjustment    

Model Mfg.  Price 
No. No. Description /Each
SG413 11380048 Headgear    
SHA399 14262 Headgear with Face Shield    
SHA408 20695 Speed Dial 370 Suspension Replacement    
SHA412 29087 F20 Clear Moulded Face Shield, 8" x 15-1/2" x 0.06"    
SEE768 30706 F20 Clear Flat Face Shield, 8" x 15-1/2" x 0.04"    
138-1074 29080 F50 5.0 Tint Moulded Face Shield, 8" x 15-1/2" x 0.06"    

Model Mfg.  Price 
No. No. Description /Each
SHA390 14220 Headgear with Face Shield    
SHA392 14230 Headgear with Clear Face Shield and Shade 5.0 Flip Visor    
SHA393 14233 Headgear with Clear Face Shield and Shade 8.0 Flip Visor    
SHA395 14250 Replacement Clear Face Shield    
SHA396 14255 Replacement Shade 5.0 Flip Visor    
SHA397 14258 Replacement Shade 8.0 Flip Visor    
SHA407 20694 Speed Dial 370 Suspension Replacement    

Model Mfg.  Price 
No. No. Description /Each
SHA386 14200 Headgear with Face Shield    
SHA387 14201 Headgear with Anti-Fog Face Shield    
SHA388 14214 Replacement Face Shield    
SHA389 14215 Replacement Anti-Fog Face Shield    
SHA408 20695 Speed Dial 370 Suspension Replacement    
SAS087 32187 Replacement Sweatbands, 2/pkg.    

SG413

FACE SHIELDS
• Universal hole pattern allows visors to be used with  

their popular manufacturers' headgear 
• Easy attachment without snaps, posts or levers 
• Reinforced edge to resist cracking from abuse 
• Popular industry sizes and thicknesses 
• Aluminum-bound acetate visors form easily for a contoured, customized fit 
• Face Shields offer secondary protection and must be worn  

with spectacles or goggles 
• Meets ANSI Z87.1-2010 and is certified to the requirements of the CSA Z84.3

Model  Mfg.          Dimensions Price 
No. No. Description H" x W" x D" /Each

FACESHIELDS - MOLDED
SG418 11390044 Clear, Triton 8-1/2  x  15  x  0.060     
SG419 11390047 Clear, Polycarbonate 8-1/2  x  15  x  0.060     

F4XP Premium Face Shields
• Exclusive quick-change install and removal system 

ensures fast and efficient window changes
• Extended crown is built with premium high-impact rated 

material for optimum coverage and safety
• Features exclusive 370 Speed Dial ratcheting headgear
• Crown can be used with all universal pin pattern windows 

including over 40 Jackson Safety styles
• Suspension Type: Ratchet

SHA399

SHA408

Quad 500TM Premium Anti-Fog 
Multi-Purpose Face Shields
• Extra-large window provides superior panoramic view
• Premium Sta-Clear anti-fog coating guarantees a fog free working environment
• Integrated side and chin guard protect against splash and flying debris
• Extra-large crown provides added top of head protection
• Features exclusive 370 Speed Dial ratcheting headgear
• Windows are built with detents that lock in the up or 

down position until manually adjusted
• Designed to be used with safety glasses,  

respirators, and most goggles
• Ideal for heavy duty grinding, plasma  

cutting, brazing, and much more
• 12-1/8" W x 9" H x 0.06" T
• Standard(s) Met: ANSI Z87+

MaxviewTM Premium Face Shields
• Extra-large polycarbonate window for superior optics and panoramic view
• Integrated side and chin guard protect against splash and flying debris
• Extended top of head coverage protects against hazards from above
• Lightweight construction for optimum comfort even during extended use
• Features exclusive 370 Speed Dial ratcheting headgear
• Designed to be worn with safety glasses and fits 

well with respirators and most goggles
• 13-1/3" W x 9" H x 0.04" T
• Material: Polycarbonate
• Standard(s) Met: ANSI Z87+

SHA392

SAS087
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