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RESPIRATOR ACCESSORIES

Respirator Cleaning Wipes
• Used to clean elastomeric and  

silicone facepiece respirators
• 8" x 10" towelettes are alcohol-free and  

will not damage the facepiece materials.
• Individually packaged.
• 100 per box.

Priced per Box.

Model No. SAI530    
Mfg. No. 504 
Price/Each $   

Ultra Swipes
• Disposable cloths clean,  

disinfect and deodorize 
hard surfaces and instruments

• Ethanol formulation provides  
hospital-level disinfection to  
destroy a wide range of  
pathogens, including  
HIV-1 (AIDS) and TB  
in just 1 minute

• 160 sheets per canister

Model No. JA984 
Price/Each $   

Fit Test Kits
• Meets the performance criteria for fit testing respirators under the  

current OSHA Standard for Respirator Protection and CSA Standard Z94-4
• A fast, easy method for performing qualitative fit testing
• Can be used with any particulate respirator or any  

gas and vapour respirator with a particulate filter
• Helps satisfy respiratory program requirements
• Can be used during respirator training programs
• Convenient, reliable, and economical to use
• Determines employee's taste threshold to fit test solution
• Allows exercises to be performed in a test atmosphere

QUALITATIVE FIT TEST KIT WITH SWEET TESTING SOLUTION
Model No. SAK078   
Mfg. No. FT-10   
Price/Each $   

FT-30 QUALITATIVE FIT TEST KIT WITH BITTER TESTING SOLUTION
Model No. SAK085   
Mfg. No. FT-30   
Price/Each $   

Respirators & PPE  
Cleaning Towelettes 
• For rubber or latex face and mouth pieces, respirators, etc. 
• Alcohol-free 
• Avoids "drying-out" associated  

with alcohol based cleaners 
• 5" x 8" individually wrapped towelettes 
• 100 towelettes per dispenser

Model No. SEE383 
Price/Each $   

Fit Test Kits
IRRITANT SMOKE FIT TEST KITS
• Facilitates testing required under CSA standard Z94.4-02
• Includes: Six irritant smoke tubes (15 tests/tube),  

aspirator bulb, tube tip breaker, record form,  
instruction manual and a hard shell plastic case

Note: The irritant smoke test protocol  
requires that the test be conducted in  
a well-ventilated area. The use of a tent  
or hood is prohibited and will not comply  
with OSHA regulations.

Misuse of these products may  
result in serious injury or death.

Model Mfg.  Price 
No. No. Description /Each
SAM213 140090 Irritant Smoke Fit Test Kit    
SAQ164 140038 Replacement Tubes, Irritant Smoke (6/box)    


