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GAS DETECTORS

Model Mfg. Compatible No. of Price 
No. No. Gas Detector Ports /Each
HZ526 18109327-131 Ventis® MX4, Ventis® Pro 3    
HZ527 18109327-161 Ventis® MX4, Ventis® Pro 6    
HZ528 18109330-131 Tango® 3    
HZ529 18109330-161 Tango® 6    
HZ530 18109396-131 SafeCoreTM 3    
HZ531 18109396-161 SafeCoreTM 6    
HZ532 18109329-131 MX6 3    
HZ533 18109329-161 MX6 6    

DSXiTM Cloud-Connected 
Docking Station
• The DSXiTM Cloud-Connected Docking Station 

easily maintains the gas detectors that keep 
your people safe in hazardous environments

Model Mfg.  Price 
No. No. Description /Each
HZ512 18105841 With 150 PSI pressure switch    
HZ513 18109244 With 250 PSI pressure switch    

Demand Flow Regulator 
with Pressure Switch
• Specialty Demand Flow Regulator
• For locations utilizing the Auto Replenish or  

Auto Replenish Plus program with  
their DSX docking station

• For 58L, 103L, 116L cylinders
• Parts: Regulator

Model Mfg. Price 
No. No. Description /Each

DOCK STATIONS
HZ733 18109331-031 GasBadge® Pro DSX Dock Station with 3 Ports    
HZ734 18109331-131 GasBadge® Pro DSXI Cloud Dock Station with 3 Ports    

ACCESSORIES
HZ736 18106260 GasBadge® Pro Datalink Software    
HZ738 17124033 GasBadge® Pro Calibration Cup    

GasBadge® Pro Dock 
Stations & Accessories
• For North America
• Compatible Gas Detector:  

GasBadge® Pro

HZ732

HZ736

HZ738

Intrinsically Safe Extended 
Run Time Power Supply
• This power supply is ideal for customers who need additional run 

time for their Radius BZ1 Area Monitor and who have intrinsically 
safe AC power receptacles in Class I, Division 2 areas

• Installation should be completed by qualified personnel only and requires the 
installation of the correct grounded AC plug 
 as defined by the local  
Authority Having Jurisdiction (AHJ)

• Gas Detector Series: Radius® BZ1

Model No. HZ604 
Mfg. No. 18109516 
Price/Each $   

Calibration Gas

Model Mfg.  Gas   Price 
No. No. Hazard Mix Litres Concentration /Each
HZ473 18109191 CO, O₂, H₂S, LEL 4 34 100 ppm CO, 25 ppm H₂S, 18% O₂, 25% LEL Pentane    
HZ474 18109155 CO, O₂, H₂S, LEL 4 58 100 ppm CO, 25 ppm H₂S, 18% O₂, 25% LEL Pentane    
HZ475 18109157 CO, O₂, H₂S, LEL 4 116 100 ppm CO, 25 ppm H₂S, 18% O₂, 25% LEL Pentane    
HZ476 18109159 CO, O₂, H₂S, LEL 4 650 100 ppm CO, 25 ppm H₂S, 18% O₂, 25% LEL Pentane    
HZ477 18102939 Isobutylene 1 103 100 ppm Isobutylene    
HZ751 18105452 NO₂ 1 34 25 ppm Nitrogen Dioxide    
HZ478 18101477 NO₂ 1 58 25 ppm Nitrogen Dioxide    
HZ479 18101220 SO₂ 1 58 10 ppm Sulfur Dioxide    
HZ480 18102151 NH₃ 1 58 25 ppm Ammonia    
HZ712 18100701 CO 1 34 100 ppm    

HZ473

HZ451

Bump-N-GoTM Cylinder
• Hazard: CO, O₂, H₂S, LEL
• Gas Mix: 4
• Litres: 5.8
• Concentration:  

100 ppm CO, 75 ppm H₂S, 15% O₂,  
25% LEL (Methane)

Model Mfg. Qty Price 
No. No. /Pack /Each
HZ523 18109568 1    
HZ524 18109577 6    

Bump-N-GoTM Regulator
• Specialty pushbutton regulator is only to be 

used with Bump-N-GoTM Cylinders
• Parts: Regulator

Model Mfg.  Price 
No. No. /Each
HZ525 18109565    

Female Gas Regulator
• Regulator that provides a controlled pressure through a manually operated valve
• Parts: Regulator
• Flow Rate: 0.5 LPM
• Valve Type: CGA-600

Model Mfg.  Price 
No. No. /Each
HZ713 18100933    

Male Regulator
• Regulator that provides a controlled pressure through a manually operated valve
• Parts: Regulator
• LPM: 0.5

Model Mfg.  Price 
No. No. /Each
HZ514 18100883    

Regulator for  
Calibration Gas Cylinder
• Parts: Regulator
• For Use With: 58L, 103L & 116L

Model Mfg.  Price 
No. No. /Each
HZ625 18102298    


