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MACHINERY & SHOP EQUIPMENT

Model No. TEX143  
Mfg. No. KC-2105C 
Air suction capacity: 600 CFM 
Noise level reading at 36": 55-65 dB  
Static pressure (Inch of water): 8.5  
Bags quantity: 2  
Bags size: 14" x 25" 
Motor: 1 HP, 1 phase, 60 Hz    
Voltage: 110 V 
Dimensions: 28" L x 15" W x 61" H 
Weight: 65 lbs.  
Price/Each $   

1 HP Dust Collectors 
• Heavy-duty motor and solid construction to effectively 

handle the collection of wood chips and sawdust
• Improved metal impeller is precision balanced 

and designed for maximum air flow performance 
• Complete with 4 casters for portability 
• Lower collection bag comes with platic; 

1 micron felt upper bag, offers  
optimum air flow efficiency 

110 V/220 V Dust Collectors
• Heavy-duty motor and solid construction to effectively 

handle the collection of wood chips and sawdust
• Improved metal impeller is precision balanced and 

designed for maximum air flow performance 
• Complete with 4 casters for portability 
• Lower collection bag comes with platic;  

1 micron felt upper bag, offers optimum  
air flow efficiency

Model No. BV573  
Mfg. No. KC-3105C 
Air suction capacity: 1200 CFM 
Noise level reading at 36": 66-77 dB  
Static pressure (Inch of water): 9.5  
Bags quantity: 2  
Bags size: 20" x 34 1/2" 
Motor: 12 A @ 110 V, 6 A @ 220 V,  
 1 phase, 60 Hz  
Voltage: 110 V/220 V   
Dimensions: 38" L x 27" W x 80" H 
Weight: 145 lbs.  
Price/Each $   

Model No. TMA048 
Mfg. No. KC-3105C/KDCF-3500 
Air suction capacity: 1200 CFM 
Noise level reading at 36": 66-77 dB 
Static pressure (inch of water): 9.5 
Bag size and quantity: 20" x 34 1/2" - Qty: 1 
Dust port opening: 2 x4"/ 1 x 6" 
Motor: 1 1/2 HP, 12 A 
Voltage: 110/220 V, 1 phase, 60 Hz 
Dimensions: 38" L x 27" W x 70" H 
Weight: 132 lbs. 
Price/Each: $   

110 V/220 V Dust Collectors 
w/Canister Filter
• 1-micron canister filter, offering optimum air flow efficiency
• Heavy-duty motor and solid construction to effectively  

handle the collection of wood chips and sawdust
• Improved metal impellers are precision balanced  

and designed for maximum air flow performance
• Lower plastic see-through bag
• Can be operated at 110 V or 220 V
• Switch with removable safety key
• 4" diameter dust ports accept accessory  

hoses for attaching up to 2 machines

Model No. TEX134 
Mfg. No. KC-1105C 
Air suction capacity: 600 CFM 
Noise level reading at 36": 55-65 dB  
Static pressure (Inch of water): 8 
Bag quantity: 1  
Bags size: 13" x 24" 
Motor: 1 HP, 1 phase, 60 Hz   
Voltage: 110 V  
Dimensions: 40" L x 17" W x 40" H 
Weight: 57 lbs.  
Price/Each $   

1 HP Portable Dust 
Collectors 
• Heavy-duty motor and solid construction to effectively 

handle the collection of wood chips and sawdust 
• Complete with 4 casters for portability 
• Comes with dust bag, 4" x 10' flexible hose, and 

wide dust head which mounts on the arm support


