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AIR TOOLS

Model Mfg. Operating Nail Magazine Magazine Price 
No. No. Pressure Length Capacity Angle /Each
UAG131 DW45RN 70 - 120 PSI 3/4" - 1-3/4" 120 15°    

Model Mfg. Operating Nail Magazine Magazine Price 
No. No. Pressure Length Capacity Angle /Each
UAI793 DWF83PT 70 - 120 PSI 2" - 3-1/4" 90 30°    

Model Mfg. Operating Nail Nail Magazine Price 
No. No. Pressure Size Type Capacity /Each
UAI791 DWFP71917 70 - 120 PSI 16 Gauge Finishing 100    

Model Mfg. Operating Staple Staple Magazine Price 
No. No. Pressure Size Length Capacity /Each
UAI790 DWFP1838 70 - 120 PSI 16 Gauge 1/2" - 1-1/2" 100    

Model Mfg. Operating Nail Magazine Magazine Price 
No. No. Pressure Length Capacity Angle /Each
UAI795 DWF83WW 70 - 120 PSI 2" - 3-1/4" 100 28°    

Model Mfg. Air Staple Nail Magazine Price 
No. No. Consumption Size Type Capacity /Each
TYD805 DWFP12569 100 psi 15.5 Gauge Cleat 100    

Model Mfg. Operating Nail Magazine Magazine Price 
No. No. Pressure Length Capacity Angle /Each
UAI796 DW66C-1 70 - 120 PSI 1-1/4" - 2-1/2" 300 15°    

Coil Roofing Nailer
• High speed valve technology drives at a rate of up to 10 nails per second
• Robust engine and feed system for durability and long life
• Depth adjust wheel with numbered  

detents helps drive nails to the proper  
depth into a variety of materials

• Steel skid plates with rubber inserts  
protect the tool and help to  
stop it from sliding

• Firing Mode: Bump Fire
• Nail Diameter: 0.12"
• Tool Weight: 5.2 lbs.

Coil Siding & Fencing Nailer
• Tool-free adjustable exhaust
• Tool-free adjustable rafter hook for convenience
• Durable, lightweight aluminum housing
• Drives wire weld and plastic inserted coil nails
• Smooth rubber foot aids in  

preventing damage to work surface
• Tool-free depth of drive adjustment  

for precise setting of fasteners
• Nail Diameter: 0.08" - 0.092"
• Tool Dimensions: 10.5" L x 4" W x 11" H
• Tool Weight: 4.9 lbs.

2-In-1 Flooring Tool
• Mallet-actuated pneumatic driving action consistently 

drives fasteners for easier installation
• Special hardened driver blade for long life
• Ergonomically designed long  

handle with comfortable rubber grip
• Non-marring, interchangeable  

base plates for 1/2" - 3/4" flooring
• Includes: DWFP12569 Nailer,  

1/2" Interchangeable base plate,  
5/8" Interchangeable base plate, 3/4" Interchangeable 
base plate, Mallet, Wrenches, 1/4" Air fitting

• Staple Crown: 1/2"
• Weight: 10.2 lbs.
• Manufacturer's Warranty: 3 Years Limited

Paper Tape Collated Framing Nailer
• Industrial grade design for high speed  

and high volume framing applications
• Lightweight with enhanced ergonomics  

and balance for comfort and control
• Recoil dampening engine  

system to minimize recoil
• Depth-of-drive adjustment  

for precise setting of fasteners
• Selectable trigger for sequential  

or bump actuation
• Adjustable rafter hook
• Nail Diameter: 0.113" - 0.131"
• Tool Dimensions:  

19.7" L x 4.95" W x 12.75" H
• Tool Weight: 8.1 lbs.

Wire Weld Framing Nailer
• Industrial grade design for high speed and high volume framing applications
• Lightweight with enhanced ergonomics and balance for comfort and control
• Recoil dampening engine system  

to minimize recoil
• Depth-of-drive adjustment  

for precise setting of fasteners
• Selectable trigger for  

sequential or bump actuation
• Adjustable rafter hook
• Nail Diameter: 0.113" - 0.131"
• Tool Dimensions:  

20.5" L x 4.95" W x 12.75" H
• Tool Weight: 8.1 lbs.

Precision PointTM Finish Nailer
• Precision PointTM Technology allows precise nail 

placement as a result of a smaller nose and no need 
to compress the contact trip to actuate the tool

• Long life maintenance-free motor to keep 
from staining the work surface

• Tool-free jam release mechanism for easy nail removal
• Tool-free depth-of-drive adjustment  

for proper setting of nail heads
• Selectable trigger for sequential  

or contact actuation

• Rear exhaust to keep  
contaminates away from work

• Adjustable belt hook
• Nail Length: 1-1/4" - 2-1/2"
• Tool Dimensions: 12.5" L x 3.3" W x 11.3" H
• Tool Weight: 3.9 lbs.
• Includes: Nailer, 1/4" Air fitting,  

Carrying case, Extra no-mar tips

Finish Stapler
• Long life maintenance-free motor to  

keep from staining the work surface
• Tool-free depth-of-drive adjustment  

for proper setting of staples
• Selectable trigger for  

sequential or contact actuation
• Low staple lockout alerts when to reload
• Rear exhaust to keep contaminates  

away from work
• Staple Crown: 1/4"
• Tool Dimensions: 9.25" L x 2.75" W x 9.5" H
• Tool Weight: 3 lbs.
• Includes: Finish stapler, Carrying case,  

1/4" Fitting, Owner's manual


