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FLASHLIGHTS

9050 High-Performance Lantern Flashlight
• Flexible battery system allows you to select between 

Li-ion, AA alkaline or AA NiMH to operate the light
• Four battery slots let you maximize runtime
• Quick-change battery system means that you 

have continuous lighting to get the job done
• Select between spot, flood, spot/flood, or flashing 

modes to find the right beam for your job
• Spot/flood light head outputs up to 3369 lumens 

without the need for diffusers or attachments, so you 
can quickly choose the right beam type for your job

• Redesigned charger base makes mounting and 
dismounting the lantern quick and easy

• Rear taillights with adjustable colors make notification or 
identification as simple as pressing the dedicated switch

• Features glove-friendly switch activation, wide base 
for stability, and battery status indicator switch

• Lamp Type: LED
• Lumens (High): 3369
• Run Time Hrs. (High): 2.75
• Body Material: Plastic
• Battery Type: AA, Rechargeable
• Body Colour: Yellow
• Beam Distance (High): 489 m
• Batteries Included
• Limited Lifetime Warranty
• Length: 8.03" (20.4 cm)
• Switch Type: Push Button
• Voltage: 7.4 V
• Charge Time: 5.5 hrs.
• Lamp Life: 50 000 hrs.
• Standards: NFPA 1901 Approved

Model No. XJ141 
Mfg. No. 090500-0000-245 
Price/Each $   

Vulcan Clutch® Multi-Function Lantern
• Lantern housing is made from high-impact, super 

tough nylon offering exceptional durability.
• Three white LEDs are impervious to shock 

with a 50 000 hour lifetime
• Two ultra bright blue taillight LEDs ensure 

you can be seen even from behind
• Three deep-dish parabolic reflectors produce 

a tight beam with optimum peripheral
• Optimized electronics provide regulated intensity
• Large, multi-function, push-button switch on 

top of light is easy to use with gloves
• Programmable tail light mode; flashing 

(factory default), on or off

• Features a versatile clamping handle, 340° rotating head  
with hinges at the top, providing multi-directional  
lighting, 20° downcast head for footpath 
lighting, and a battery status indicator

• Lumens (High): 1700
• Run Time Hrs. (High): 6.5
• Beam Distance (High): 520 m
• 9.39" (23.85 cm) L x 4.6" (11.68 cm) x 6.4" (16.26 cm)
• Weight: 2.84 lbs. (1288 g)
• Charge Time: 5 hr
• Standard(s) Met: NFPA 1901-14.1.10.2 (2016)
• Limited Lifetime Warranty
• Voltage: 120 V

Model Mfg. Body Price 
No. No. Colour Includes /Each
XJ178 44361 Orange (1) Vulcan Clutch® Lantern, (1) Quick-Release Strap, (1) Lithium-Ion Battery, (1) Charging Rack, (1) 100V/120V AC Charge Cord    
XJ179 44371 Yellow (1) Vulcan Clutch® Lantern, (1) Heavy-Duty Strap, (1) Lithium-Ion Battery, (1) Charging Rack, (1) 100V/120V AC Charge Cord    
XJ180 44365 Orange (1) Vulcan Clutch® Lantern, (1) Quick-Release Strap, (1) Lithium-Ion Battery, (1) 12V DC Vehicle-Mountable Direct Wire Charging Rack    
XJ181 44375 Yellow (1) Vulcan Clutch® Lantern, (1) Heavy-Duty Strap, (1) Lithium-Ion Battery, (1) 12V DC Vehicle-Mountable Direct Wire Charging Rack    
XJ182 44360 Orange (1) Vulcan Clutch® Lantern, (1) Quick-Release Strap, (1) Lithium-Ion Battery    
XJ183 44370 Yellow (1) Vulcan Clutch® Lantern, (1) Heavy-Duty Strap, (1) Lithium-Ion Battery    

XJ178

Headlamp
• Emits a light of 350 lumens on high for up to 2 hours, 

and 15 hours when set to low at 40 lumens
• IPX7 Waterproof rating (1m, 30min)
• Battery charge light indicator on the side
• 2m impact resistance
• Adjustable headband
• Includes: Headlamp, Micro-USB  

recharging cable, Helmet clips
• Lamp Type: LED
• Lamp Material: Rubber
• Body Colour: Black
• Beam Distance (High): 110 m
• Light Colour: White

Model No. XI801 
Price/Each $   

ProTac® 2.0 Headlamp
• Uses one (1) Streamlight SL-B50® protected Li-Ion USB-

rechargeable battery pack (included)
• Ten-Tap® Programmable switch for user selectable operation of three 

operating modes (high/low, high only, and low/medium/high)
• IP67-rated; dust-tight and waterproof to 2 meters; 2-meter impact resistance tested
• 6000 series machined aircraft aluminum with Type II MIL-Spec anodized finish
• Includes: ProTac® 2.0 Headlamp, SL-B50® Battery pack, 

USB-C cord, Rubber & elastic head straps
• Lumens (High): 2000
• Run Time Hrs. (High): 2.25
• Lamp Material: Aluminum
• Body Colour: Black
• Beam Distance (High): 241 m
• Beam Distance (Medium): 130 m
• Lumens (Medium): 650 Lumens
• Run Time Hrs. (Medium): 4.5
• Beam Distance (Low): 55 m
• Lumens (Low): 110 Lumens
• Run Time Hrs. (Low): 25
• Weight (with Battery): 10.48 oz.
• Manufacturer's Warranty: Limited Lifetime

Model No. XJ112 
Mfg. No. 89001 
Price/Each $   


